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CONDUCTOR HEADS NICE ADD ON WITH BENEFITS

HIDDEN HANGERS LOTS OF CHOICES

SUPPLIER REVIEW VALLEY GUTTER SUPPLY

NOW AVAI LABLE !

The New KWM
Half-Round G2!

2ND GENERATION

6" Half-Round G2
Seamless Rollformer

Run aluminum, copper, steel and
galvalume products with ease on this
redesigned Half-Round machine from KWM.
All KWM machines are backed by our
ROCK SOLID GUARANTEE:
n 3-Years Parts & Labor/Mechanical
n 1-year Parts & Labor/Electrical

DOWNLOAD
KWM’S APP!

PLACE YOUR ORDER TODAY!
www.kwmgutterman.com • Toll-free (888) 729-4290
After business hours call Ken at (815) 405-1731 or Keith at (815) 405-1729.

GutterWorks.com

BY FRONT STREET MANUFACTURING, INC.

DOWNSPOUT TILE ADAPTERS
Universal to fit ANY drain tile in the ground
Available in
Black or White
for the same
low price

Manufactured
in Iowa by
Front Street Mfg.

Sizes 2x3x3,
2x3x4, 3x4x3,
3x4x4, 4x4x4,
5x5x4, 6x6x6
and also 4x6x4 &
4x6x6 which also
fit 4x5 down pipe

PRICING ON WEBSITE
FREE SHIPPING ON ORDERS OVER $300

Many more items available
at www.gutterworks.com
888-376-6871

7“ Box Gutter
Flange

7“ Box Gutter
Seamless

6“

S

Seamless

DISTRIBUTOR PRICING AVAILABLE 5“ K Gutter
Seamless
Contact Randy: sales@gutterworks.com or 888-376-6871

ROLL FORMED SEAMLESS GUTTER & ACCESSORIES
4x5 Leader

COMMERCIAL
& INDUSTRIAL

• Aluminum .032-.050
• Steel 22-24 gauge
• Copper 16 & 20 oz

7“ Box Gutter
Flange

7“ Box Gutter
Seamless

Seamless

5“ K Gutter

Custom

6“ K Gutter
Seamless
Half
Round
Gutter

Custom

Sizes AND ACCESSORIES
Sizes
150 COLORS AVAILABLE • CUSTOM DOWNSPOUTS
Available
Available
Seamless

4x5 Leader

3x4 Leader

2x3 Leader

1-800-628-5849 • info@garretymfg.com
Half Round
Round
www.garretymfg.com
Gutter
Shop-Broken
Downspout
Leader

See more at RaytecLLC.com

CALL (877) 800-2500
Email Sales@RaytecLLC.com
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Publisher’s Note
Welcome Back!

varies with everyone you speak to.

In this issue we explore hangers, and other gutter add-ons.
The sheer volume of hangers
available in the marketplace is
an ever-evolving conversation.
Manufacturers are always looking
to expand or improve on their
product line without compromising on performance. Several
conversations with conductor
head manufacturers and installers
gave us interesting feedback that

Also in this issue, we discuss the 2020 hurricane season and how
COVID-19 could reshape the way we do business, permanently.
As always, we encourage the industry to make suggestions for editorial opportunities and content. This is your publication.
It has been a trying couple of months for all and that is putting it
lightly. In talking with many of you over the past month-and-a-half
it has been, overall, a positive experience. One thing is clear from all
the conversations, we are deeply thankful for the frontline individuals who have repeatedly put themselves in harm’s way every day.

JULY 2020
VOLUME 2, ISSUE 3

PUBLISHER
Brian Mahoney
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Enjoy,

Not all hero’s wear capes...
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Brian Mahoney, Publisher
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Hangers
By Brian Mahoney

T

Several options available

he sheer volume of hangers on the market can
be mind-numbing and vary from residential,
industrial to commercial. Hangers are available
in numerous materials from aluminum, copper
to stainless steel and galvanized, as well as,
brass and composite.
Available in a variety of
lengths- 4”, 5”, 6”, 7” and 8” for
commercial applications. There
are various manufacturers and
suppliers with different price
points as it relates to material. The price of hangers depends
on many factors, including thickness, width, whether the
hanger comes with a screw, and whether it comes with or
without a clip. Hidden hangers enable your gutter system
to handle a larger amount of water while ensuring adequate
support and stability.

4
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“All of the hangers offered possess individual traits that
appeal to different installers, whether it is price, strength,
or ease of use; installers decide what is most important to
them. Hanger popularity varies from region-to-region and
market-to-market- oftentimes it is the installer’s personal
preference. Hangers with preloaded screws continue to
grow in popularity; their price point is slightly higher, but
they make up for it with a quicker and easier install, and
any installer will tell you that time for them is literally
money,” according to Curt Dyer of Senox Corp.
Curt continues, “the first internal K-Style (OG) hanger
patent that I am aware of is from 1932; this version of the
internal hanger still uses a spike, but the hanger replaces
the ferrule (see Figure 3 on page 7). The first internal hanger for ½ round that I am aware of is also from 1922 (see
Figure 2 on page 7).

The internal hangers for K-style (OG) that did not require
a spike to install were patented in the late 1940’s. Several
more patents were filed in the 1950’s and 1960’s- most of these
early hangers were installed with screw nails (literally a nail
that is twisted like a screw) (see Figure 1 on page 7). Hidden
hangers really began to take off in the late 70’s and early 80’s.
With the evolution of drills, cordless drills, and impact drivers their popularity has continued to grow. The marketplace
is now predominantly all hidden hangers for K-style (OG).”
The gutter hanger was introduced as early as 1922 for the
popular ½ round gutter hanger at the time.
Then in 1932 It was first designed with what is known as a
“clip” at the back.
According to Bob Joly of Hancock Enterprises, “The “clip”
was not put there to snap over the back of the gutter,
instead, it was put there to add strength to the hanger. The
complete hanger should be put inside the gutter, as this
allows the gutter to be flashed properly without compromising the roof edge/gutter flashing. With time, installers
have found it easier to snap the clip over the back of the
gutter as it was coming out of the gutter machine; the
install was easier because the hanger was already in place.
Again, the hanger was not designed for this. Today, the industry makes hangers with clips and hangers without clips;
in reality, they only need to make the one. Most installers
think the clipless hanger is the proper one to use if you
are not snapping it over the back. The front lip of a gutter
hanger should be able to slide in the head of the gutter, as
this will help prevent buckling in the face of the gutter. Bob
continues, your traditional quick screw hanger, which is
very popular in the marketplace, also available is the 1-1/8”
wide hanger without screws. For the most part, the market
makes two different widths in hangers without screws: ¾”
and 1 ½” wide. Hancock made theirs at 1 1/8” wide at a price
close to the ¾” hanger because we found it performs just as
well as the 1-½” hanger but at a lower price point.
The third hanger, the “M” hook,
from Hancock Enterprises, continues to gain market share in areas
where flashing is being used, as it
is designed to snap over the back of the gutter and provide a
cavity to accept roof edge or gutter flashing without cutting
back or bending the flashing.”
We checked with Raytec Manufacturing, the transition
from spikes and ferrules to hidden hangers were two
factors: tightening of the labor pool and improvements to
hanger technology. Most of the original hidden hangers
produced were significantly weaker than spikes & ferrules.
Raytec engineers designed hidden hangers that achieved
the strength comparable to spikes and ferrules.
We created the Hangtite’s Hidden Hanger and then the Hangfast to meet the
market’s demand for a strong hanger with
an integrated screw.

Also available from US Aluminum
hidden hangers for ½ round
gutter applications.

Benefits of Hidden Hangers VS. Spike
& Ferrule:
Spike/Screw and Ferrulealthough this process has been phased
out the past 15 to 20 years due to the
growing demand for hidden hangers.
Spikes and ferrules required installers to
be craftsmen at their job. Miss a spike and
you are replacing a whole section of gutter.
Creates a clean “hidden” look. The hanger is hidden within

the gutter. This gives it a much cleaner, and aesthetically
pleasing look as compared to the very visible spike.

Security and strength. The bracket and screw design of a
hidden hanger provides more security. The hanging gutter
is fastened to the fascia board. Because it is more secure, it
can outlast a spiked system. For example, extended longevity and coping with atmosphere changes and obstacles. This
security also provides more strength. They can handle more
weight than spikes, which is particularly important during
the winter months.
Not deterred by expanding aluminum. During weather

changes and certain atmospheric conditions, aluminum
will expand and contract. If your gutters are hung by a
spike, they will begin to pull out of, and away from the
fascia board. This can allow water to flow in between the
gutter system and the fascia board and create potential for
the gutter system to come down. Because of the design
of hidden hangers, they do not move or pull away when
aluminum contracts.
Not as time consuming. Since spikes must be hammered

into the fascia, it takes more time and care to install while
avoiding the gutter from getting bent. Also, if the fascia is
too hard, it may cause the spike to bend.
Easier to repair. Once the spikes are in, it is nearly impossible to repair or re-pitch it without damage to the gutter, as
removing spikes is typically done by using a crowbar on the
gutter to pry the spikes out.
In closing, it is important for installers to remember that
whatever hanger they choose it needs to move in the front
lip of the gutter to allow for expansion. They must also be
mindful not to over tighten their hanger screws. We are
seeing more issues with thermal expansion with the growing popularity of impact drivers in the gutter industry. It is
easy to over tighten the hanger screw when using impact
drivers, because you don’t feel the torque on the screw. If
the hanger screw is too tight, the gutter will not be able to
move. This causes what is referred to as heat buckling. A
piece of Aluminum gutter 60 feet long will expand 3/8” with
a 50-degree temperature increase; that’s just the physics of
July 2020 Gutter Enterprise
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the metal- we have no control of that. We do however have
control over what hangers we use and how we install them.
If we use hangers that do allow some movement in the front
lip and we do not overtighten the hanger screws, the gutter
will be allowed to move. Doing these things will help combat the visual effects of thermal expansion and provide a
better looking, longer lasting installation, stated Kurt Dyer.
Though all the manufacturers like to think that they have
the best hanger, GE would say that no matter which one is
used, as long as it is designed to handle the weight load. If
the hanger is not strong enough, then the lip of the gutter
will give way at some point, and the system will fail. All
manufacturers try to make a hanger that will go to that
extreme; this is also why they recommend placing a hanger
every 24”. In Northern areas where snow and ice are predictable suggested placement varies with snow loads. The
front lip of a gutter hanger should be able to slide in the
head of the gutter, as this will help prevent buckling in the
face of the gutter.

Supersize your outlets and move
water quickly away from foundations.

610-420-0378
WWW.THESPOUTOFF.COM

As of late, the industry is seeing an interest in 7” hangers. In
Florida, 7” inch hangers are recommended for new installations due to the intense weather patterns the South East has
been experiencing.
When choosing a brand solely on price, always beware of
the trade-offs involved with a less expensive hanger. GE

Prevents leaves, pine
needles, seeds and debris
from clogging your gutters!

Steel Powder Coated Screen

UltraFlo Small Hole

UltraFlo MicroX

• Step down design
• Less than 1/16 inch openings

• Small hole steel screen
• Available in regular or step down
• Less than 3/16 inch openings

Small hole

Small hole
step down

Call U.S. Aluminum | 800-877-7026

We pay the freight on any order over $100!
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Figure 1

Figure 2

Figure 3
July 2020 Gutter Enterprise
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Gutters: 5” or 6”?

T

here seems to be a difference of opinion in the
gutter industry as to whether a house needs
a 6” K style gutter or whether a 5” gutter is
adequate. A 5” gutter holds .71 gallons of water
per foot while a 6” gutter holds 1.23” gallons of
water per foot. Since water weighs 8.34 pounds per gallon,
and a full 6” gutter holds almost twice as much as a 5” gutter, there would be considerably more strain on a 6” gutter.
Thus, a house with a hip roof having gutters all the way
around, and 300’ of gutter, would have gutters weighing in
at over 2,502 pounds.
The issue is not so much whether you use a 5” gutter or a 6”
gutter. It is rather, what size and how many downspouts are
installed. The goal is to carry the water as quickly as possible away from the house foundation, not how much water
you can hold in the gutters. The reality is that for the size
of a normal residence, with a roof no taller than about 20
to 30 feet from eave to peak, a 5” gutter is acceptable with
adequate downspouts.
After over 30 years talking with gutter cover dealers from
all over the country (who also install gutters) we have

8
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By Ken Rutter
of Leaves Out
found that the maximum length of gutter between 3” x 4”
downspouts should be around 40’. If 2” x 3” downspouts
are used, the downspouts are more frequent because a 2” x 3”
carries half the volume of water that a 3” x 4” downspout does.

Another consideration whether outlets
are being used
Water cannot be compressed so the constricted place in
a rain carrying system is the effective size of the whole
system. The constricted place is normally where the outlet
is installed. By measuring the size of the opening in most
manufactured outlets we find there is about a 30 percent
constriction to the 3” x 4” downspout (a better name for
the outlet is a funnel). To not reduce the size of the downspout it is recommended to cut an “X” in the bottom of the
gutter slightly smaller than the 3” x 4” downspout and then
use a hand seamer to bend the tabs down at a right angle.
This gives a full 3” x 4” opening. An added bonus is that
with no outlet lip to snag debris, the debris flows more
easily down the downspout. GE

Maintaining your
gutter machine
Gutter machine maintenance is essential to keep gutter machines running
properly and coil waste to a minimum.
Below find tips from Jeff Mooney from
Gutter Machine Refurbishing:

8. Installing a one-piece strip of deep
pile carpet on the top of the metal
covers on your machine can help keep
junk out of the rollers in the machine. GE

1. Keep your machine clean and free of
tear off debris (screws, shingle stones,
and dirt debris from used gutter)

30+ Years. 19 Gutter Guards.
1000 Different Environments.

2. Do not use tape to keep your gutter
coil from unwinding off the spool. Pin
what will be the back side of the gutter
coil with a gutter screw. The tape will
end up running through the machine
collecting on the rollers dis-forming
your gutter profile.

We Have a
Gutter
Guard
for That.

3. Lubricating the rollers once a week
with Tri-Flow oil will keep rollers clean
and rust free (available at big box stores)
4. Keep your guillotine lubricated once
a day with the Tri-Flow oil.
5. If you must use a chop saw to cut
the gutter, keep it three feet away from
the machine face to reduce intrusion
of aluminum saw chafe into the end
rollers on your gutter machine.
6. Align your coil spool/cradle feed
so that it is not twisting the coil as it
enters the feed Guides of the machine.
This will give you a more consistent
hanger lip and also reduce rub off
chafe in the machine.
7. If your machine has a rubber drive
belt, keep the drive belt tension correct
on your machine to prevent slipping
skid marks on the bottom of the gutter
pan when operating in humid conditions.

www.E-ZGutter.com

e-z 2018 spring 8x10.75 .indd 1

e-z island half vert 4.625 x 7.375.indd 1
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Conductor Heads
By Brian Mahoney

A

ccording to conductor
head manufacturers,
most installers choose
not to advocate leader/
conductor heads with
installations, possibly because they
may not be aware of the benefits of
conductor heads. Conductor heads
are a decorative ornament installed
with a gutter/downspout system that
serves as a breakpoint from your gutter to the downspout drop. This area
is vulnerable to clogging the drain.
With a conductor head, the offset is
easily removed and cleaned. For a flat
roof application, the conductor head
channels the water from a throughwall scupper to a downspout/leader.
Moreover, a leader head serves as a
catch basin located at the top of some
leaders/downspouts attaching the

10
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gutter sleeve to the conductor pipe.
The benefits including conductor
heads with your install are many.
The obvious benefits: architectural
beauty, ease of cleaning, and increased
air flow. Allowing more air into
your downspout moves water faster
through your downspout, which eliminates choking-off of the water flow.
Conductor heads are typically figured
into installs where a 2nd or 3rd floor
exists, but also used in single story
applications. There are many choices from plastic, zinc, aluminum to
copper, galvanized and stainless steel,
with different price points and custom
shapes available. In the U.S. there are
numerous manufactures to choose
from (Rutland Gutter Supply, W.F.
Norman and Architectural Building

Products) all providing custom solutions to fit specific requirements. We,
in the industry, are aware of the many
benefits of conductor or leader heads,
but like many other add-ons we need

to educate homeowners to the benefits of conductor heads
within the installation.
When you are at your next appointment and walk the
property, talk to the customer, and point out the obvious, as
well as potential problems. Remind them that you are recommending solutions not products. Educate the customer to
the many advantages of conductor heads that will keep water
flowing faster through the system away from the foundation.
The more you differentiate yourself from the competition
and are not driven by price alone, you will elevate your
customer base and consumers will see the many advantages
of doing business with you.
Like any good tool, Gutter Enterprise is here to educate and
raise awareness in the industry. Promoting quality installs
and quality products are essential.

freezes up, you do not want water backing up onto the roof.
You want it to spill over the front of the conductor head and
away from foundation.
6. A cutout with a holesaw, for overflow, in front, middle of
conductor head is common in heavy icing areas. if preferred, but not required.

How To Install A Conductor Head
1. Check with the owner or other personnel in charge to
make sure the exterior wall is finished and ready to mount
conductor head and all downspout.
2. Look at the scupper drain (usually metal) coming
through the wall. If too long, cut it back. Leave enough
metal to make the drip edge on bottom so water cannot
wick back towards the building. This also pushes the water
to the center of the conductor head.
3. If a round, plastic scupper drains the roof, it needs a
small saw cut in the bottom of the drain half the thickness
of the drain (this is called a ‘kerf ’). This keeps the water
from wicking back to the wall.
4. There is a 1” grid pattern on the back of all our conductor
heads for any cut-to-fit, if needed. The back of our conductor heads also have taller backs than the fronts for ease
of installation.

7. To install on wood exterior: Use #9 roof panel, Woodtek
1-1.5” screws with neoprene washers using 1/4” driver. Dry
fit conductor head in position, check for level and downspout
location. Remove and caulk all 4 sides of the scupper with
commercial-grade caulk. Screw conductor head in place.
To install on cement or stucco: Use Tapcon screws with a
bit in box and using 1/4” driver. You can buy these at your
local, large hardware stores. Dry fit conductor head. Drill
holes on the inside left and right sides. Remove conductor
head. Blow dust from holes, push in caulking. Caulk all 4 sides
of scupper. Mount conductor head into permanent position.
8. For downspout straps, attach no more than 10’ apart.
Hide seams if possible.
9. The conductor head stops electrolysis between the
drain components. GE
Note- This is just a guide to help with the conductor head
installation. Check with www.conductorheads.com for additional information.

5. If you cut out the back of the conductor head and mount
it around the drain, make sure the front of the mounted
conductor head is no higher than the roof. If downspout
July 2020 Gutter Enterprise
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Rethinking Business Strategy and
Exposure in the Wake of COVID-19

T

he past three months have had far-reaching
effects on a number of businesses and industries as the COVID-19 pandemic shuttered
storefronts and made businesses, such as gutter
installers, rethink how they were going to
reach customers safely and effectively in a new sales and
service environment.
Gutter Enterprise talked to gutter professionals across the
country to understand how they are weathering the storm
and adopting new approaches. Here’s what they had to say.

installed at several locations throughout the plant.
During and after shifts, employees are supplied with a mixture of bleach and water in spray bottles for them to spray
their work area.
We have a half-hour window between the day shift and the
night shift and supply everyone with information pertaining to the COVID-19 virus explaining what is expected of
each employee.
CDC requirements are encouraged:

Changing Business Practices

1. Social distancing when possible

In most places, gutter installers are deemed essential
personnel, meaning they can continue to work, provided
they are following social distancing mitigation efforts. Of
course, this varies by area, as some essential personnel are
only allowed to take on emergency jobs.

3. Do not touch face
4. Use hand sanitizer frequently

Nonetheless, gutter professionals have had to adopt new
strategies on the job site, including:
•
•

Face mask and use of gloves when interacting
with clients
Remote/Virtual estimates/quotes

•

Limiting the number of professionals on the job

•

Limiting in-person interaction with clients/customers

•

Sanitation and other safety measures

•

Offices are practicing the 6 feet apart and sanitized
everything on a daily basis morning and afternoon

Suppliers have had to deal with their own set of strategies:

2. Wash hands frequently for at least 20 seconds

Digital & the Web
Social media and the internet can be an invaluable tool for
gutter professionals hoping to not only attract new customers,
but engage with existing customers, letting them know that
they are still open for jobs and providing services virtually.
Gutter installers in New York and New Jersey, have adopted
Virtual Touch-Free quote and estimate practices, to safeguard
their customers while continuing to drum up business.
“The Brothers That Just Do Gutters” based out of the east
coast with facilities throughout the east coast and the Midwest from Connecticut, New York, to Florida and Texas
practice COVID-19 social-safe practices:
Open For business. Book A Social Safe Estimate.

“Suppliers are working with installers to keep social distancing to a minimum by handling orders over the phone
and online with prepay. In turn suppliers pull orders and
make ready for pickup at the warehouse.” According to
Central Aluminum Supply of PA. Many suppliers across
the country are handling orders the same way with front
offices either closed or limited access.
Manufactures, who are often dealing with a larger workforce have their own set of policies, according to Bob Joly,
Hancock Enterprises.:
Gloves and masks are available to everyone and we installed plexiglass shields where needed.
Visitors are by appointment only and everyone’s temperature, when they come into work, is checked and recorded
daily and filed.
The plant is sprayed twice a week by an outside company
to kill all viruses and hand sanitizer stations have been
12
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The Brothers That Just Do Gutters, use Facebook and their
website to continue updating customers and potential
customers with current changes to policies and services
throughout the course of social safe work. The good news is
you can utilize their services from estimate to install without ever needing to have physical contact with our team!
Moving forward many companies may continue to implement social-safe policies as a rule of thumb. GE

Supplier Review
Valley Gutter Supply

Valley Gutter Supply located in Sylmar Ca., began in 1978 and provided sheet
metal fabrication and installation to the greater Los Angeles area. Employing
150 full time staff well into the late 90’s. Valley Gutter Supply pivoted in 2007
and is now the largest family owned business in So. California that manufactures and distributes an entire line of gutter products, roof flashing and a full
line of metal roof profiles utilizing customer supplied material.
In 1984 Doug Kowalski, a native of Los Angeles joined the family firm soon
after graduation and went onto to learn all aspects of the business from 1984
up to 1992. Upon his father’s retirement in 1992 Doug acquired the assets
of the family owned company. They have since phased out of sheet metal
installation and concentrate on the core business- Supplying painted aluminum gutters and accessories, custom roof edge profiles and metal roofing.
They supply all of So. California with a fleet of trucks that cover a large area
spanning from San Diego to San Jose.
One of the biggest challenges has been adapting to the millennial labor force,
with the baby boomers retiring, and millennials disinterested in the construction industry, we simply can’t find qualified workers. The volatility of the
wholesale raw material market, in addition to the ongoing tariff war makes it
difficult to hold prices. On the flip side, a solid future of inventory for condos,
apartments and single-family homes for the next 3-5 years shows individuals
still moving into California in spite of the ever-increasing taxes that are burdensome to many homeowners and business owners.

Industry Spotlight
Seamless Gutter Masters, Inc.
In Florida, a state that often finds itself in the path of
unpredictable storms, Elbyn Del Rio owner of Seamless
Gutter Masters Inc calls it home. The hurricane season
officially started on June 1 and Elbyn’s team is ready with
2 locations in central Florida and Miami. Family owned
and operated, Seamless Gutter Masters Inc started in 2008.
Elbyn started with one truck and within a year added 3 trucks
and today boasts 11 crews, making Seamless Gutter Masters
one of the largest installers in south central Florida.
Elbyn understands the value of a seasoned employee and
mentions that many of his employees have been with him
for several years. This certainly is encouraging for customers knowing they are dealing with experienced crews.
The company is busy with both commercial and residential installs and employs 6 sales reps with annual sales of 3
million. Projects range in pricing with a minimum $250 up
to $300,000 to $400,000 for housing developments.
Elbyn mentions, “we offer a deep product line with materials available in copper, galvanized steel and aluminum.
The company has several different gutter profiles that they
offer, from k-style to ½ round, European and box gutters
in both 6 and 7 inches. We carry a large inventory of coil
in different widths to accommodate up to 7-inch gutter.
In Florida, many of the roofs are constructed with tile that
extend generously over the roof line requiring the 7-inch
gutter. Elbyn continues, “they manufacture a lot of their

own materials. Another part of the company, a sheet metal
fabrication shop outputs our downspout, conductor heads
to name a few, as well as supplies many smaller companies
with a cut and drop program due to the many gutter profiles they offer.”
“Our warranties
surpass the industry standard
and word of
mouth is key
to our growth.
Most of our
work is repeat,
but we do stay
out in front of
our audience
with an active
marketing
strategy, such as
attending home
shows, newspapers and flyers”.
Elbyn adds,
“You must stay
out in front of
your audience.”
July 2020 Gutter Enterprise
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Industry News

Gutter Pros: Why Hurricane Season
Demands Your Attention

F

or homeowners along the
Gulf Coast and the Atlantic
Coast, hurricanes and other
major storm systems that
get swept in from the warm
ocean waters are a constant threat,

which means they should be a top
concern for gutter installers in those
regions of the country, as well.

Administration or NOAA, predicts that
the 2020 Atlantic Hurricane Season will
be an “above-normal” season.

Running June 1 through November 30,
the National Oceanic and Atmospheric

According to NOAA, current predictions anticipate a 60 percent chance of
an above-normal season. It also forecasts a 30 percent chance of a near-normal season, and a 10 percent chance of a
below-normal season.
In addition to the Atlantic hurricane
season outlook, NOAA also issued outlooks for the eastern and central Pacific
basins. Indications show a near- or-below-normal season is most likely (75%
combined chance).
It calls for a 70 percent probability for
each of the following ranges of activity:
11-18 named storms; five to 10 hurricanes; and one-to-five major hurricanes.
The eastern Pacific hurricane season
officially runs from May 15 through
November 30, with peak months July
through September.
With between 13-19 named-storms
predicted for the 2020 Atlantic Hurricane season, it’s up to gutter professionals to help homeowners in the path of
these potentially devastating storms
prepare properly. GE

Insurance
If you are the owner of a start-up gutter
installation business or taking over an
existing one, make sure that checking
on proper insurance coverage is at the
top of your to-do list. Protecting your
investment, your assets, and your employees are priority #1. It only takes one
incident without insurance to set you
back financially.
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Industry Resources and Websites
Hancock Enterprises, Inc.
www.hancockent.com

US Aluminum
www.usaluminuminc.com

Front Street Manufacturing, Inc.
www.gutterworks.com

KWM Gutterman, Inc.
www.kwmgutterman.com

National Weather ServiceClimate Prediction Center
https://www.cpc.ncep.noaa.gov/
products/Drought/

SpoutOff Rain Gutter Outlets
www.thespoutoff.com

www.disastersafety.org
Insurance Institute for Business &
Home Safety

EZ Miter
www.ezmiterguttertemplate.com

Raytec Manufacturing LLC
www.raytecllc.com
Diamond Back Gutter Covers
www.diamondbackguttercovers.com
Ralph Wilhelm Seamless Spouting Inc.
www.wilhelmspouting.com
Liberty Seamless Enterprises
www.libertyseamless.com

www.allweatherarmour.com
The Only Four Season Roof & Gutter
Protection™

Garrety Manufacturing
www.garretymfg.com

American Gutters
www.guttermaterials.com
EZ Gutter Guard Protection
www.e-zgutter.com

Ad Index
KWM.....................................................Inside Front Cover
Garrety Manufacturing, Inc..............................Page 1
Seamless Spouting- Ralph Wilhelm Jr.......Page 1
Liberty Seamless Enterprises........................ Page 16
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Technical Article. . . . .  Gutters, Siding & Metal RoofingWhat’s next
Departments. . . . . . . .  News, Installer Column, Q&A,
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GutterWorks.com....................................................Page 1

November 2020
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Theme Feature. . . . . .  Installing Hidden Hangers
Profile. . . . . . . . . . . . . . . . . Gutter Installer and manufacturer/supplier
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American Gutters................................................ Page 16

We truly appreciate the companies who have put their faith in Gutter Enterprise.
We welcome our new advertisers! Thank you for your belief that our
magazine will benefit the entire industry.
This is your publication and an opportunity to grow sales, industry awareness and
exposure to over 7500 subscribers nationally.

YOU’VE TRIED THE REST, NOW TRY THE

BEST

A GUTTER PROTECTION SYSTEM THAT ACTUALLY WORKS
The Clean Sweep™ Gutter Protection System is a gutter cover like
no other. The perforated openings provide maximum rain water
flow while restricting leaves and other debris. A sloped rubberbased insert is weather resistant providing added support and
positive drainage.
The extended front end of the
Extreme Miter™ Inside Gutter
Corner provides an enlarged
catch basin, directing water
away from the front edge and
channeling it through the gutter troughs to prevent overflowing.
The extensive line of gutter
hangers includes M-Hook, Quick
Release and Hefty Hidden Hangers
for installations that are fast,
straight and secure.
We are the supplier to the major manufacturers and distributors for their
fittings in their colors.

For your FREE Samples of these
products, contact your supplier
or email: BobJ@HancockEnt.com

20655 Northline Road
Taylor, Michigan 48180
734.287.8840 | 800.544.0393 | Fax 734.287.8841

VISIT WWW.HANCOCKENT.COM TO VIEW ALL OF OUR QUALITY, AMERICAN MADE PRODUCTS.

